
 

                       

 

HYMIX MicroSilica – SL100                      

Liquid MicroSilica for increasing strength and improve chemical and physical properties of 

concrete. 

Description: 

HYMIX Liquid microsilica (Pozzolanic Material) high active when mixed with cement. It improves chemical 
and physical properties of both fresh and hard concrete with cement content not less than 350kg/m3 
according to the American specifications ASTM-C1240. 

Uses: 
Liquid product of high grade HYMIX Liquid Microsilica contains silicon dioxides: 

• As replacement for silica powder. 

• A wide range of applications where a high ultimate strength and durability is requested. 

• Chemicals work, foundry floors, dockside and applications subjects to wet and salty conditions. 

Advantages: 

• HYMIX Liquid Microsilica  SL100 is compatible with all products of chemical admixtures that meet ASTM C-
494. 

• High density, high strength, reduce permeability and high tension. 

• Reduce abrasion and absorption. 

• High and rapid soluble in concrete. 

• No bleeding of concrete when high dose of other admixtures of ASTM C-494 is used. 

• Superior cohesion pumping properties. 

• Easy for handling and safe.. 

Technical Properties: 

Colour Grey 

Chemical Base Silicon Dioxide Polymer 

Density  1.37± 0.03 g/cm3  

Solid Content 50% ±2 % 

PH 7±2 

Sio2 Content 85--95% 

Homogeneity Shake before using 
 

Dosage: 

Dosage rates are typically specified between 5 and 20 % by weight of cement.  

SL100 strongly recommends that trial batches be performed using project materials in order to  

determine the optimum dosage for specified Project requirements . 

Compatible with all types of Portland cements and sulphate resistance cements type (V). 

 
 
 
 
 
 
 
 
 
 
 
 



 
 
 
 
 
 

Dispensing: 

• HYMIX SL100  Silica  is added to the mix into concrete mixer automatically (by pumping motor). 

• Laboratory trials shall be carried out initially to determine the suitable percentage according to the 
required concrete. 

• Mixing water is to reduce by (40:50%) of  Silica  weight. 

• Used tools, shall be washed directly by water after use. 

 

Packaging: 

Available in 210 liters drums and 1000 liters bulks. 

Storage & Shelf-Life: 

Shaded (protected of sunlight), dry area.  

Package must be re-closed tightly after use. 

Storing tanks should be agitated, periodically, to present precipitation. 

Health and Safety: 

HYMIX SL100 non-toxic, non- corrosive and any splashes of the skin should be washed off with water, if contact 
with eyes occurs wash with water immediately and seek medical advice. 
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